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Declaration of Conformity of Final Machinery 
in accordance with Schedule 2 Part 2 Annex II, section 1.A. of the Directive 2008 No. 1597 
Supply of Machinery (Safety) Regulations 2008 
 
For the following products: 
Types 3241-1/-7 Pneumatic Control Valves consisting of the Type 3241 Valve and 
Type 3271/Type 3277 Pneumatic Actuator 

We hereby declare that the machinery mentioned above complies with all applicable requirements 
stipulated in Directive 2008 No. 1597 Supply of Machinery (Safety) Regulations 2008. 

For product descriptions of the valve and actuator, refer to: 
- Type 3241 Valve (DIN): Mounting and Operating Instructions EB 8015 
- Type 3241 Valve (ANSI): Mounting and Operating Instructions EB 8012 
- Types 3271 and 3277 Actuators: Mounting and Operating Instructions EB 8310-X 

Valve accessories (e.g. positioners, limit switches, solenoid valves, lock-up valves, supply pressure 
regulators, volume boosters and quick exhaust valves) are classified as machinery components in this 
declaration of conformity. Machinery components can be mounted onto the above specified final ma-
chinery if they comply with the specifications and properties defined by SAMSON Manual H 02 “Ap-
propriate Machinery Components for SAMSON Pneumatic Control Valves with a Declaration of Con-
formity of Final Machinery”. 
 

Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, 

Mai 2018" [German only] 
- VCI, VDMA, VGB: "Zusatzdokument zum „Leitfaden Maschinenrichtlinie (2006/42/EG) – 

Bedeutung für Armaturen vom Mai 2018" [German only], based on 
DIN EN ISO 12100:2011-03 

Comment: 
Information on residual risks of the machinery can be found in the mounting and operating instructions 
of the valve and actuator as well as in the referenced documents listed in the mounting and operating 
instructions. 
 
Persons authorized to compile the technical file: 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 13 December 2021 
 
 
 
   
i.V. Stephan Giesen 
Director 
Product Management 

i.V. Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 

 



14-14 	 EB 8012 ZH

 
 
 
 
 
 
 
 

 Revision 00

Classification: Public · SAMSON AKTIENGESELLSCHAFT · Weismuellerstrasse 3 · 60314 Frankfurt am Main, Germany Page 1 of 1

 
 

Declaration of Incorporation of Partly Completed Machinery 
in accordance with Schedule 2 Part 2 Annex II, section 1.B. of the Directive 2008 No. 1597 
Supply of Machinery (Safety) Regulations 2008 
 
For the following product: 
Type 3241 Globe Valve 
 
We certify that the Type 3241 Globe Valves are partly completed machinery as defined in the in Directive 2008 
No. 1597 Supply of Machinery (Safety) Regulations 2008 and that the safety requirements stipulated in Annex I, 
1.1.2, 1.1.3, 1.1.5, 1.3.2, 1.3.4 and 1.3.7 are observed. The relevant technical documentation described in An-
nex VII, (Part 7 of Schedule 2) part B has been compiled. 
 
Products we supply must not be put into service until the final machinery into which it is to be incorporated has 
been declared in conformity with the provisions of the Directive 2008 No. 1597 Supply of Machinery (Safety) 
Regulations 2008. 
 
Operators are obliged to install the products observing the accepted industry codes and practices (good engi-
neering practice) as well as the mounting and operating instructions. Operators must take appropriate precau-
tions to prevent hazards that could be caused by the process medium and operating pressure in the valve as 
well as by the signal pressure and moving parts. 
 
The permissible limits of application and mounting instructions for the products are specified in the associated 
mounting and operating instructions; the documents are available in electronic form on the Internet at 
www.samsongroup.com. 
 
For product descriptions refer to: 
- Type 3241 Valve (DIN): Mounting and Operating Instructions EB 8015 
- Type 3241 Valve (ANSI): Mounting and Operating Instructions EB 8012 
 
Referenced technical standards and/or specifications: 
- VCI, VDMA, VGB: "Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für Armaturen, Mai 2018" 

[German only] 
- VCI, VDMA, VGB: "Zusatzdokument zum Leitfaden Maschinenrichtlinie (2006/42/EG) – Bedeutung für 

Armaturen vom Mai 2018" [German only], based on DIN EN ISO 12100:2011-03 
 
Comments: 
- See mounting and operating instructions for residual hazards. 
- Also observe the referenced documents listed in the mounting and operating instructions. 
 
 
 
 
 
Persons authorized to compile the technical file: 
 
SAMSON AG, Weismüllerstraße 3, 60314 Frankfurt am Main, Germany 
Frankfurt am Main, 13 December 2021 

 

 
Stephan Giesen 
Director 
Product Management 

 

 
Peter Scheermesser 
Director 
Product Life Cycle Management and ETO 
Development for Valves and Actuators 
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DECLARATION OF CONFORMITY 
For the following products

Type 3241, 3244, 3249, 3251, 3252, 3256, 3347, 3321, 3349 Control Valve 

Certificate nb°: TSX71002520191340 Test report nb°:  2019TSFM750-TYP3241 
and 2019TSFM751-TYP3251 

Valves 3241 and 3251 have passed the evaluation tests according to the requirements of TSG D7002-2006 Chinese 
Pressure Equipment. 

As a result, all of the above check valves meet the requirements of TSG D7002-2006 for Chinese pressure equip-
ment according to the following characteristics:  

– DN 50 to 200 PN ≤ 5 MPa (50 bar) or NPS 2 to NPS 8 Class ≤ 300,
– DN 50 to 100 PN ≤ 42 MPa (420 bar) or NPS 2 to NPS 4 Class ≤ 2500,
– Operating temperature: -29°C ≤ T ≤425°C.

SAMSON REGULATION S.A. SAMSON REGULATION S.A. 

Bruno Soulas 
Head of Administration 

Joséphine Signoles-Fontaine 
QSE Manager 
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附录

15	附录

15.1	拧紧扭矩、润滑剂和工具
工具、拧紧扭矩和润滑剂u AB 0100

15.2	备件
1 带集成阀座的阀体
2 法兰/阀盖
3 支架
4 阀座 (带拧入式阀座的阀体型号) 
5 阀芯 (带阀杆) 
7 导套 (法兰) 
8 螺纹衬套 (填料螺母) 
9 阀杆接头螺母
10 锁紧螺母
11 弹簧
12 垫圈
13 双头螺栓
14 阀体螺母
15 填料 (可调) 
16 填料
17 阀体垫片
19 衬套
21 延长段
22 波纹管密封
23 导套 (延长段) 
24 导套 (波纹管密封) 
25 阀杆延长件
26 标签 (波纹管密封或延长段)
27/28

紧固部件
31/34
29 带波纹管密封型号的阀芯
30 固定垫圈
32 螺栓
33 螺母
37 带波纹管密封的阀杆
39 垫片
41 螺母

42 带密封件的螺旋塞
44 环/环形螺母 1)

45 填料环 1)

46 垫片 1)

47 支架 1)

48 六角螺钉 1)

49 六角螺钉 1)

50 锁 1)

51 导轨 1) (仅用于带石墨密封件的型号的
多个导轨) 

52 阀环 1) (仅用于带石墨密封件的型号) 

53 扣环 1)

61 分流器 ST 2 2)

62 分流器 ST 1 或 ST 3 2)

63 阀环 2)

64 垫片 2)

65 垫片 2)

80 铭牌
81 槽销
82 螺栓
83/84 行程指示器标尺
85 螺栓
90 盖帽
91 防护帽
92 螺母
101 波纹管阀盖
102 带扣环 1) 的螺钉 (仅适用于带波纹管密

封的型号) 

1)	 带平衡式阀芯的型号
2)	 带分流器的类型

https://www.samsongroup.com/en/service-support/downloads/documentation/?tx_solr%5Bq%5D=0100&tx_solr%5Bfilter%5D%5B0%5D=archive%3A0


15-2 	 EB 8012 ZH

DN 15…150
NPS ½…6

90
9

10

15
12

12
19

16
8

11

2
32

7

81

41

37
30
42

81

26

24
22

5

17
63

62

61

4

80
82
83
84

25
30 33

14 33

91 911

91 911

13

39

14

14

21
23

90
9
10

15
12
16

8

11
12
19

81
80

81
26

82
83
84

7
2

5

48
51

47
53

44
52
45

50

46
49

50
46

52
44

45
47

48
53

51



15-4 	 EB 8012 ZH

附录

15.3	售后服务
在执行维修或修复作业或在出现故障或缺
陷时如需支持，请联系我们的售后服务部
门。

电子邮件地址

可通过 aftersalesservice@samsongroup. 
com 联系我们的售后服务部门。

SAMSON AG 及其子公司地址

SAMSON AG 以及其全球范围子公司、代
表处和服务网点的地址均可登录其网站 
(www.samsongroup.com) 查询，也可在
所有 SAMSON 产品目录上找到。

所需规格

请提交以下详细信息：

	− 订单号及位号
	− 型式、型号、公称通径和阀门型号
	− 工艺介质的压力和温度
	− 流速 (m³/h)
	− 执行机构的工作台范围 (例如，0.2 至 1 

bar) 
	− 是否安装过滤器
	− 安装图

15.4	有关英国销售地区的信息
以下信息符合 2016 法规第 1105 号承压设
备 (安全) 法规 2016、法定文件 2016 第
1105 号文件 (UKCA 标志)。其不适用于北
爱尔兰。

进口商

SAMSON Controls Ltd
Perrywood Business Park
Honeycrock Lane
Redhill, Surrey RH1 5JQ

电话：+44 1737 766391
电子邮件：sales-uk@samsongroup.com
网站：uk.samsongroup.com


